
SPECIFICATIONS 

ITEM # PART # BEAM LENGTH # OF LEDs RAW LUMENS EFFECTIVE LUMENS WEIGHT INPUT VOLTS WATTS AMP DRAW 

XIL-40 4006270 EURO 4.00″ 4 720 lm 396 lm 1.80 lb 9-42V 12 1.0A 

XIL-41 4007529 FLOOD 4.00″ 4 720 lm 396 lm 1.80 lb 9-42V 12 1.0A 

XIL-80 4006287 EURO 5.80″ 8 1,440 lm 792 lm 2.50 lb 9-42V 24 2.0A 

XIL-81 4007581 FLOOD 5.80″ 8 1,440 lm 792 lm 2.50 lb 9-42V 24 2.0A 

XIL-120 4006294 EURO 7.80″ 12 2,160 lm 1,188 lm 3.30 lb 9-42V 36 3.0A 

XIL-121 4007369 FLOOD 7.80″ 12 2,160 lm 1,188 lm 3.30 lb 9-42V 36 3.0A 

XIL-200 4006300 EURO 11.80″ 20 3,600 lm 1,980 lm 5.00 lb 9-42V 60 5.0A 

XIL-201 4007468 FLOOD 11.80″ 20 3,600 lm 1,980 lm 5.00 lb 9-42V 60 5.0A 

XIL-320 4006317 EURO 17.60″ 32 5,760 lm 3,168 lm 6.70 lb 9-42V 96 8.0A 



ITEM # PART # BEAM LENGTH # OF LEDs RAW LUMENS EFFECTIVE LUMENS WEIGHT INPUT VOLTS WATTS AMP DRAW 

XIL-321 4007482 FLOOD 17.60″ 32 5,760 lm 3,168 lm 6.70 lb 9-42V 96 8.0A 

XIL-400 4006324 EURO 21.70″ 40 7,200 lm 3,960 lm 9.00 lb 9-42V 120 10.0A 

XIL-401 4007505 FLOOD 21.70″ 40 7,200 lm 3,960 lm 9.00 lb 9-42V 120 10.0A 

XIL-600 4006331 EURO 31.80″ 60 10,800 lm 5,940 lm 13.10 lb 9-42V 180 15.0A 

XIL-601 4007543 FLOOD 31.80″ 60 10,800 lm 5,940 lm 13.10 lb 9-42V 180 15.0A 

XIL-800 4006348 EURO 41.80″ 80 14,400 lm 7,920 lm 17.30 lb 9-42V 240 20.0A 

XIL-801 4007567 FLOOD 41.80″ 80 14,400 lm 7,920 lm 17.30 lb 9-42V 240 20.0A 

XIL-1000 4006355 EURO 51.80″ 100 18,000 lm 9,900 lm 19.00 lb 9-42V 300 25.0A 

XIL-1001 4007345 FLOOD 51.80″ 100 18,000 lm 9,900 lm 19.00 lb 9-42V 300 25.0A 

 


